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:ARRANT<: UQOHVV VROG ZLWKRXW ZDUUDQW\, WKLV SURGXFW LV ZDUUDQWHG WR FRQIRUP WR GRRG\HDU¶V DSSOLFDEOH VSHFLILFDWLRQV LQ HIIHFW 
DW WKH GDWH RI VKLSPHQW. SPECIFICATIONS ARE SUBJECT TO CHANGE :ITHOUT NOTICE.  NO OTHER :ARRANT< OF 
AN< KIND :HATSOE9ER, EITHER ORAL OR :RITTEN, INCLUDING IMPLIED :ARRANT< OF 
MERCHANTABILIT<, FITNESS FOR A PARTICULAR PURPOSE, OR OTHER :ARRANT< OF QUALIT< IS EITHER 
E;PRESSED OR IMPLIED FOR THIS PRODUCT.  GOOD<EAR SHALL NOT BE LIABLE FOR SPECIAL, INCIDENTAL 
AND/OR CONSEQUENTIAL DAMAGES, E9EN IF GOOD<EAR HAS BEEN NOTIFIED OF THE POTENTIAL OF SUCH A 
LOSS OR CLAIM OR FOR AN< AMOUNT IN E;CESS OF THE APPLICABLE PURCHASE PRICE.  TKLV ZDUUDQW\ LV QXOO 
DQG YRLG VKRXOG WKH SURGXFW EH VXEMHFW WR DEXVH, PRGLILFDWLRQ, PLVXVHG RU PLVKDQGOHG. 
�TUDGHPDUN, TKH GRRG\HDU TLUH & RXEEHU CRPSDQ\ 

RHYLVHG  08/07/19 

CHEMICAL DESCRIPTION   
SLF� 16S42 is a low st\rene, medium-high vin\l tin 
coupled solution pol\meri]ed st\rene-butadiene 
copol\mer.  
(CAS Reg. N� 9003-55-8) 
 
 
TECHNOLOGY 
SLF� 16S42 is prepared using Good\ear Chemical 
pol\meri]ation technolog\ which offers: 
 

x Medium-high vin\l content 
x Tin coupling for better processing 
 
 
APPLICATIONS 
The technolog\ of SLF� 16S42 helps provide 
benefits in applications requiring: 
 

x Balanced traction / treadwear performance 
x Enhanced abrasion resistance 
x Excellent processing capabilities 

 
In addition, tin-coupling enhances the pol\mer-filler 
interaction, which can result in: 
 

x Improved h\steretic properties 
x Enhanced abrasion resistance 
x Easier processing  
x Smoother extrusion 
 

 
 
 

TYPICAL PROPERTIES 
 

 SLF� 16S42  
Color 
 

White  

Moone\ ML1+4 @ 100�C 
 

76  

Onset Tg*, �C  -42  

St\rene Content, % 
 

16  

Vin\l Content**, % 
 

42  

Oil, phr 0 
 

 

Volatiles, % 
 

0.75 max  

Specific Gravit\ 
 

0.93  

Stabili]er 
 

non- staining  

* Tg of contained pol\mer, ** Vin\l as % of total pol\mer
  
PACKAGING 
ReWXUnable ConWaineUV 
x Returnable containers are collapsible aluminum 

containers that contain 36 film wrapped bales in 
a box of total weight 2,700 lbs. Each bale weight 
is 75 lbs. 

 

x Contact \our sales representative for details. 
Other packaging t\pes ma\ be available for 
specific volumes and destinations 

 
STORAGE AND HANDLING  
x SLF� 16S42 ma\ be stored in its original 

packaging in a dr\ atmosphere awa\ from heat 
and ultraviolet light. 
 

x SLF� 16S42 release properties can be re-tested 
ever\ 24 months following the date of 
manufacture. 

SLF� 16S42  


